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Important: Read all the operating and maintenance instructions in this 
manual before assembly (EC Machinery Directive 98/37)  
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Machine Directive and harmonized standards  

The EASY RAKE SUPER STAR  pull type are designed in accordance with the 
provisions of Machine Directive 2006/42/EC and conform to the following harmonized 

standards in particular:  

 
EN 349: Safety of Machinery ï Minimum gaps to avoid crushing parts of the body (1993) 
+ A1 (2008) 
 
EN ISO 4254-1: Agricultural machines ï general safety requirements for the design and 

construction of agricultural self-propelled ride-on machines and mounted, semi-mounted 
or trailed machines (2008)  
 
EN ISO 4254-10:   Agricultural machines ï mounted, semi-mounted, trailed or self-

propelled agricultural machines ï Part 10: rotary tedders, rotary rakes and rotary tedder-
rakes (2010) 
 
EN ISO 11684: Tractors, machinery for agriculture and forestry, powered lawn and 

garden equipment ï Safety signs and hazard pictorials ï General principles (1995) 
 
EN 12100-1: Safety of machinery ï Basic concepts, general principles for design ï Part 
1: Basic terminology, methodology (2003) + A1 (2009) 

 
EN 12100-2: Safety of machinery ï Basic concepts, general principles for design ï Part 
2: Technical principles (2003) + A1 (2009) 

 
EN 12965: Tractors and machinery for agriculture and forestry. Power take-off (PTO) 
drive shafts and their guards. Safety (2003) + A1 (2004) + A1 (2009) 

 
EN 13857: Safety of machinery ï Safety distances to prevent hazard zones being 

reached by lower limbs (2008) 
 
EN 14121-1: Safety of machinery ï Risk assessment principles (2007) 

 
 

 
 
 

                       CE DECLARATION OF CONFORMITY 

 
 

                               The Manufacturer ENOAGRICOLA ROSSI s.r.l. 
                             Headquartered at via Cortonese s.n. - 06018 

                          Calzolaro di Umbertide (PG) - Italy 
 

Declares under its sole responsibility that the machine  
 

 
 
 
 
 

the functions of which are described in this manual  

 
 
 
 

 
conforms to the essential health and safety requirements of Machine Directive 2006/42/EC  

 
We have taken into account the following EN standards to ensure conformity with the above 

Directives:  
 

EN 349 (1993) + A1 (2008) - EN ISO 4254-1 (2008)   
EN ISO 4254-10 (2010) - EN 11684 (1995)  

EN 12100-1 (2003) + A1 (2009) - EN 12100-2  (2003) + A1 (2009)   
EN ISO 12965 (2003) + A1 (2004) + A2 (2009)  

EN ISO 13857 (2008) - EN  14121-1 (2007)  
 
 

We hereby authorize Mr Massimo Giovannini  
Via Cortonese s.n. - 06018 Calzolaro di Umbertide (PG) - Italy 

 

to draw up the respective Technical Dossier 
 
 
                                                                                                                                                                                                                                                                                                                         

GIOVANNINI ADELMO  
Calzolaro di Umbertide, éé..                                                          é.ééééééééé. 

                                                                                             Legal Representative 

 
ENOAGRICOLA ROSSI s.r.l. 

06018 Calzolaro di Umbertide Perugia Italy 
Tel. (39) 075-930 22 22 - Telefax (39) 075-930 23 28 

e-mail: enorossi@enorossi.it - info@enorossi.it 
website: http://www.enorossi.it - http://www.enoagricolarossi.com 

 

 

EASY RAKE SUPER STAR PULL TYPE 
éééééééééééééééééééééééééééééééééé. 

General and commercial name 

EASY RAKE 
SUPER STAR 

16-18-20 
éééééééééé.. 

Series/model 

 
ééééééééééééééééé 

Serial number 

2010 
ééééé. 

Year of 
manufacture 
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INTRODUCTION 
 
 
 
A1 About hay rakes 

The hay rake is an agricultural device used to collect cut forage. The ñEasy 
Rakeò models produced by our company, all trailer-type, comprise a 
flexible, sturdy frame enabling use on any type of land, even if extremely 
irregular or on a slope. The main component is the rake wheel, 14 of which 
make up the device. Each wheel is separate from the other and comprises 
a shock absorbing spring for the wheel to perfectly follow the surface of the 
land. 
 
The hay rake has to be attached to an agricultural tractor for it to work. The 
arms and stars move hydraulically and the entire rake is trailed by the 
tractor to which it is attached. Operation and use of the rake is described in 
greater detail in the relative chapter.  
 
 
 

A2 About the manual 
The ENOROSSI firm (the ñManufacturerò) designed and created the device 
in accordance with the relative safety standards to ensure the safety of 
personnel and the entire operating system. 
 
Each rake is supplied with a copy of this manual, which the operator must 
read in full before using the equipment. The manual contains all information 
relating to transportation, use and maintenance of the equipment, as well 
as relative safety instructions. 
 
Poor knowledge of the operating system can lead to accidents and 
therefore damage to the equipment. Although the Manufacturer provides 
the Customer with all information relating to the rake's operation, use and 
maintenance, the Customer is still expected to read this manual and take 
note of all the instructions herein.  
 
The manual provides all basic instructions on how to ensure optimum 
working and safety conditions, but the most important factors to ensure the 
device's good working order are the operator's experience and common 
sense. 

 

 
The manual was drawn up on the basis of both the rake models' current 
technical and structural characteristics and does not take previous similar 
models into account. The Manufacturer therefore reserves the right to 
modify models in production in the interest of improving the product or in 
accordance with any new legislation (Machinery Directive) without 
obligation for adapting previous models. 
 
This manual is integral to the rake and must therefore be kept intact, clean 
and in good condition, and stored in a container, either on the frame of the 
equipment or in the tractor cabin, where it can be readily accessed for 
consultation. 
 
The manual must be kept in its container if the rake is placed out of 
service. Ask the Manufacturer for a duplicate copy if the original manual is 
lost. 
 
Please contact the Manufacturer for any clarifications relating to the 
instructions in this manual. If the translated copy of this manual is unclear 
in any way, the valid text of reference is the original one in Italian. 
 
 
Symbols used in this manual: 
- WARNING, with associated pictogram, indicates 

potential danger and therefore the need for the operator 
to exercise caution and common sense;   

- IMPORTANT indicates that the operator must be aware 
of the matter referred to;  

- Note indicates that the information referred to can facilitate the 
operator's work.  

 
 
A3 Warranty 

The Manufacturer's warranty guarantees that all parts of the rake are free 
of defects as they are all tested before delivery to the Customer. The 
warranty is valid for a year (or for whatever duration is stipulated in the 
purchase contract) from the date specified in the fiscal delivery document, 
but is not valid during transportation as the Customer is responsible for its 
shipment. The warranty does not cover commercial components that are 
covered by the warranty of their original manufacturer. 
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The Customer, upon receipt of the shipment, must check the entire 
structure for any signs of damage and that the components are intact and 
none are missing. Any claims must be made to the Manufacturer in writing 
within 8 (eight) days of receiving the rake. Any components found to be 
defective within the period of the warranty will be replaced by the 
Manufacturer free of charge. Only the Manufacturer or technician employed 
by the Manufacturer is entitled to check the defect. Spare parts remain the 
property of the Manufacturer. The warranty does not however cover faults 
caused by improper use of the rake, the operator's negligence, accidents 
or normal wear and tear  
 
The warranty is forfeited when: 
- The manual's instructions are not followed; 
- The necessary maintenance is not carried out; 
- The Customer modifies the equipment without the Manufacturer's prior 

written consent; 
- The spare parts used are not type approved. 

 
 
A4 EC certification and identification 

An identification plate is affixed to each machine. Details on the plate are: 
- The rake's model (and/or version); 
- Serial number; 
- Tractor's power capacity (kw); 
- Overall weight (kg); 
- Year of manufacture. 

 
 

You must have this information at hand when requesting assistance and 
spare parts. 
 

IMPORTANT 
It is strictly forbidden to alter and/or erase the data on the serial plate. The 
operator must check legibility of the data on a regular basis and inform the 
Manufacturer if it becomes in any way illegible. The Manufacturer will then 
replace the old plate with a new one bearing the same data. 

 
 
 

ENOAGRICOLA ROSSI s.r.l.
CALZOLARO DI UMBERTIDE - PERUGIA -

ANNO Kg

MODELLO MATRICOLA Kw

 
 
The EC mark indicates that the Manufacturer has complied with the health 
and safety regulations, adopted by the EU countries, and known as the 
ñMachinery Directiveò. This means that the Manufacturer designed and 
created the equipment in full compliance with all the requisites on use of 
the rake and avoidance of all possible risks and hazards associated with 
the same. The rake can therefore be freely distributed throughout Europe 
providing it features this mark and relative declaration of conformity. 
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A5 Main components and technical specifications 
 

1. Mechanical end stop (to adjust the rake wheel to the ground)    
2. Shock absorbing spring 
3. Rear wheel 
4. Rake wheel 
5. Frame 
6. Hydraulic quick couplings 
7. Supporting foot 
8. Tractor coupling device 
9. Tie rod (for road circulation)  
10. Front wheel 
11. Device to limit pivoting of the front wheel  
12. Side arm 

   

 
 

Model  Stars  Width  Wheels  HP  Weight  

 
N°  Teeth  Ø cm  

Work 
config  
cm  

Trnspt 
config 
cm  

Type  N°  
 

Kg 

Easy RAKE 16 40 149,5 970 280 205/70.15 8 50/60 2.250  

Easy RAKE 18 40 149,5 1.060 280 205/70.15 8 50/60 2.390  

Easy RAKE 20 40 149,5 1.150 280 205/70.15 8 50/60 2.549  

          

          

          
















































































