
LASER CUT METAL 

LOGO 

50% THICKER 

PAINTED STAINLESS 

HOPPER 

WELDED CAT 1&2 

HITCH BLOCKS 

CARRIAGE BOLTS 

for stronger hold 

STAINLESS 

STEEL 

HARDWARE 

SAYA  MO DELS  

FEATURES: 

 Laser-Cut Metal Logo 

 Painted Stainless Hopper is 50% Thicker (from 22ga to 16ga) 

 Stainless Steel Hardware  

 Carriage Bolts on the Hopper/Frame Assembly 

 Welded Category 1&2 Hitch Blocks 

 

 Metal Bearing Cap 

 Longer Adjustment Rods for Additional Depth 

 Easily Corroded Plated Parts are Powder Coated 

 Rubber Hold Down Straps 

 Punched Scraper Plate for Better Seed Coverage 



RUBBER 

HOLD DOWN 

STRAPS 

PUNCHED 

SCRAPER 

PLATE 

METAL 

BEARING CAP 

POWDER 

COATED PARTS 

LONGER  

ADJUSTMENT 

RODS 

Distributed By: 

BELCO RESOURCES EQUIPMENT 

401 Jeffreys Road 

Rocky Mount, NC 27804 

Telephone: (252) 822-7140 

Web: www.br-equipment.com  

Email: sales@br-equipment.com 

Authorized Dealer: 

 

SPECIFICATIONS: 

Model 
Working 

Width 

Working  

Depth 

Min HP 

Req 
Front Cup/
Rear Cups 

Spacing 
Double Disc    

Openers 
Cat. Hitch Weight 

SAYA-505 55” 3/4” - 2” 30 7 7.5” 7 Sets 1 & 2 1,050 Lbs. 

SAYA-507 78” 3/4” - 2” 35 10 7.5” 10 Sets 1 & 2 1,420 Lbs. 


